EPSON
/M ERQJECTOR

EMP-765/EMP-755

User’s Guide

@) Projector Features

) Before Using the Projector

This explains the procedures to be carried out before using the
projector, including setup and connections.

® Part Names and Functions

@ Basic Operations
This explains basic functions such as turning the projector on and off
and adjusting the projected images.

® Advanced Operations
This explains about the configuration menus and functions that can be
used to enhance projection.

® Using the Configuration Menu Functions
® Appendices

This provides supplementary information on maintenance methods and
other ways to extend the operating life of the projector.

® Optional Accessories and Consumables
*This manual contains information for the EMP-765, the EMP-760, the

EMP-755 and the EMP-750. The illustrations given in the manual depict
the EMP-765 and the EMP-755 unless otherwise noted.

Click the language to read the
manual in that language.

O B#EE © Francais

© Deutsch

Troubleshooting Notations Used in This Guide
m Understanding This Guide
Saving This Guide on a Computer

EasyMP™ Operation Guide
® Projecting Computer Images via a Network

This explains about what to do if a projector that you would like to
connect to when using Network Screen cannot be found, and also
wireless LAN security measures that can be used.

#) Preparing a Presentation

This explains how to create "scenario” files by converting PowerPoint
files into a format that can be directly played back by the projector.

® Showing the Presentation
This explains how to project created scenarios and also image and
movie files using the projector.

#) Using a Computer to Set Up, Monitor and Control
Projectors

This explains how to use a computer that is connected to a network in
order to change projector settings and to manage projectors.

EMP Monitor Operation Guide

This explains how to use a computer that is connected to a network in order

to centrally control multiple projectors.
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